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Coils INDEX

(1) Available also with VDE approval.
(2) For some voltages UL approval available.
(3) With explosion-proof housing BD, complete of specific kit. Approval EEx d IIC T4.

(4) For some voltages UL ,CSA approval available.
(5) Approval EEx m II T 4

The “ODE ” reserves the right to carry out technical and aesthetic modifications without prior notification.
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See coils list
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POWER

ELECTRICAL CONNECTION

APPROVALS

AL
PH

AB
ET

IC
SE

RI
ES



B D A 0 8 2 3 0 A S
S
A

U
V

A 50 Hz ED 100%
B 60 Hz ED 100%
C D.C. ED 100%

E 50 Hz ED 50%
H D.C. ED 50%

B
G
I
L
T
U

F
A

H
P
S

V 240 2 4
V 1101 1 0
V 2202 2 0
V 220-2302 2 3
V 2302 3 0

2.5 W2 X
5 W0 5
8 W0 8

12 W1 2
14 W1 4
16 W1 6

DC + 10% -5%
AC + 10% -15%

W

11 W1 1

V V 3803 8 0

V 120 1 2C
B

D
N
S
V

D 50/60 Hz ED 100%

COIL INDEX ODE 05-03-2009

DIMENSIONS:

POWER:

APPROVALS:
Coils codes

Width 30 - tube Ø 13

Width 36 - tube Ø 14,5
Width 22 - tube Ø 10
Width 28 - tube Ø 10
Width 52 - tube Ø 13

Width 36 - tube Ø 13

Explosion-proof

VDE approval
UL approval
Without approval

UL, CSA approval

ELECTRICAL CONNECTIONS:

MOLDING MATERIAL:

connector EN 175301-803
whellbase 11
2 faston DIN 46244
connector EN 175301-803
paragraph 5.3.1
3 cables cm 300

2 cables cm 100

2 cables cm 50

PA - Black polyamide - class F (155°C)
PPS - Black polyphenylensulphide - class H (180°C)
EP - Black epoxy resin - class H (180°C)
PA - Black polyarylammide - (160°C) high temperature
PA - Black polyamide with impregnation against humidity - class F (155°C)
PET - Black Polyethylene - class H (180°C)

VOLTAGES:

NOMINAL VOLTAGE
TOLERANCES:

FREQUENCY:
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Width 30 - tube Ø 13
DIM

ENSIONS:
APPROVALS:

ELECTRICAL 
CONNECTIONS:

M
OLDING M

ATERIAL:

POW
ER:

VOLTAGES:
FREQUENCY:

connector EN 175301-803
paragraph 5.3.1

PA - Black polyamide
class F (155°C)

NOM
INAL VOLTAGE

TOLERANCES:

Without approval

Lachting coils


