VT Series HVI )

» High-speedu disk accessing
> Transferring data between PC and HMI using USB cable
» Supporting all latest softwares

LI

7"

5168
320x234 Pixels

10.4"

800%480 Pixels

800x600 Pixels

64K color 64K color 64K color
VT104-H1ET-N VT070-H1ET-N VT056-HOCT-N
VT104-N1CT-N VTO70-H1ET-W VT056-HOCT-W

VT070-NOCX-N VT056-NOCX-N
VT070-NOCX-W VT056-NOCX-W

Model definition

VTO70-H1ET-N

L

Hole size :N : Common, W : W type, None: Common

COM2 communication port :X: N, T: Y

Ethernetinterface:C:N,E:Y

SD Card slot and flash memory

Degree:H : High-performance,N : Common

Screen size:104:10.4", 070: 7", 056: 5.6"

The logo of INVT touch screen

N 1020



VT Series HVI )

ecifications and technical datas

Speciﬁcation VT104-H1ET-N [VT104-N1CT-N[VT070-H1ET-N/W|VT070-NOCX-N/W|VT056-HOCT-N/W|VT056-NOCX-N/W

Dimension
Resolution
Display Type
Display okl
Backlight service life
Brightness
Touch screen
Backlight module

Processor

Processing speed
Hardware

resources Memory

Battery backup memory
Flash program memory
Ethernet port
USB interface

Interface Print Interface

Serial interface
Micro SD card slot

Input power
Power supply
Power consumption

Operating temperature
Storage Temperature
Relative humidity
Environment Storage humidity
Protection class
Safety certification
Cooling

Outlet dimension ( WxH;mm )

Cut out dimension ( WxH:mm )

Structure Cutout depth (mm)

Depth of front panle ( mm )

Net weight

10.4" 7 5.6"
800x600 800x480 320%x234
TFT
65536-color
20000 hours
400cd/m? 300cd/m? 200cd/m?
4-wire resistive touch screen
LED
32fIRISC SOC Integrated graphics accelerator
200 MHZ
64M 64M 32M
128 KB (optional 1MB) 128 KB (optional 1MB) 128 KB (optional 1MB) 128 KB
8M + 128MB NAND Flash ~ 8M*128MBNANDFlash &M M
1x 10/100Mb None 1x10/100Mb None None

1 mian board, 1non-main-board

None

com1:RS232/422/485 COM1:RS232/422/485 ;o 1:R5232/422/485

com1:RS232/422/485 com2:RS232/485 com3:RS232 com3:RS232 com2:RS232/485 com3-RS232

com3:RS232
Y N
24V DC+-10%
20W 15W 13W
0C ~ 50C
-20°C~60C
10%~90% RH (no condensation )
10%~90% RH ( no condensation )
NEMA 4/ P65 ( front panel)
CE/FCC
Natural cooling
259.0x201.0 Ntype: 174.5x132.5 Ntype: 174.5x 132.5
Wtype: 191.0x137.5 Wtype: 191.0x137.5
42.5 40 40
6 6 6
1.2 Kg 0.6 Kg 0.59 Kg




Outlet Dimension

PLC Outlet Dimension

Main module
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Extension Module

o
- [90mm
» Analog Input Module
IME. apia ; S
» Analog output module
- ll » The analog input and output modules
~ J » Thermocouple input module
- » RTD temperature input module
ks 71.2mm
61mm

AllIVC1 extension modules have same dimensions

HMI Outlet Dimension

VT104-H1ET-N; VT104-N1CT-N
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VT056-HOCT-N; VT056-NOCX-N

174.0(6.85")
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259.0(10.19")

131.3(5.16") Cut Out 132.5(5.21")

143.3(5.64")

—
29(1.14") ———

174.5(6.87")

188.0(7.4")

Main module wi1 w2 W3
:niﬁom})dule 135.mm 90.mm  71.2mm
Chmlll oo 135.mm  90.mm  71.2mm
i 150mm  90.mm  71.2mm
CE o 182mm  90.mm  71.2mm
Sl 224.5mm  90.mm  71.2mm
g analog  182.mm  90.mm  71.2mm

Communication
adapter

82mm

" 26mm
(W’/ IVCS-EPM

VT070-H1ET-N; VT070-NOCX-N
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VT070-H1ET-W; VT070-NOCX-W

VT056-HOCT-W,; VT056-NOCX-W
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L 1

137.0(5.39") 148.5(5.85") Cut Out 137.5(5.41")
—
31(1.22") ——— >
203.5(8.01") 191.0(7.52")



